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METAL 700   

HIGH TEMPERATURE ADHESIVE 
 

Single component water based glass-ceramic composite adhesive. Bonding and 

Sealing of steel, stainless steel and non-ferrous alloys. Joining of metals with 

refractory, ceramics, glasses, composites, etc. Excellent adhesion on metallic 

surfaces with resistance to thermal shock. Eco friendly. No VOC content.  

Non-toxic. 

Non-flammable, Stable up to 700°C. 

 

 
Properties: 
 

Colour Grey 

Viscosity Thixotropic Paste 

Density 1.9-2.0 g/cc 

Solid content 75 % 

Application Brush, putty knife 

Touch dry 30 mins. For 2 mm thickness 

Curing Air dry. Post cure at 150°C/2 hrs 

Compressive strength 2500 psi at 250°C 

Adhesive bond strength 800 psi at 400°C 

Temperature Resistance 700°C 

Storage Up to 6 months 

 
 

Application procedure 

 
- Follow a standard cleaning process to remove oil, grease, rust, etc. 
- Sand blast the metal surface or clean with rough emery 
- Take required amount of adhesive, mix with a stick and apply on the cleaned substrate using 
a brush or putty knife. Apply on both surfaces and join them. 
- For sealing, apply the adhesive on the holes. Ensure that the adhesive penetrate in to the hole. 
- Air dry for 30 mins to few hours, depending on thickness. 
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- Raise the temperature @ 2°C per minute to 80°C and hold for 2 hrs 

- Again raise the temperature @ 2°C per minute to 150°C or above and hold for 2 hrs for full 

curing. 

 

 

 

Areas of application 

 
Bonding and Sealing of ferrous and non-ferrous alloys. 
Joining of metals with glass, ceramics, 

composites, etc. Joining of dissimilar 

metals like steel, copper, aluminium, etc. 
 

 

 

 

Note: The information given in this bulletin is believed to be reliable. However, the 

conditions under which our product may be used are beyond our control. Hence, the 

products are sold with the understanding that purchaser will make their own tests to 

determine the suitability of the product for their particular use. The company assumes 

no liability or responsibility for any damage to persons or property resulting from 

incident to the use of its products.       
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